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COMPOSITION Polyester

THICKNESS 350 µm

CARRIER Adhesive &
Transparent Polyester

CUTTING Flock blade (60°)

CERTIFICATIONS OEKO-TEX Standard 100 class 1
EVE VEGAN

APPLICATIONS Cotton, Polyester, 
Acrylic & similar fibers

TEMPERATURE 160°C / 320°F - 20 s
*180° C / 356°F - 20 s

PRESSURE Medium

- Sparkling glittery look!
- A very wide range of colours.
- Oeko-Tex class I, it can even be applied to children’s clothing 
and accessories.
- Clean finish without glue excesses.
- Washable up to 40°C/ 104°F.

- Always respect the garment instructions.
- Avoid the use of aggressive products.
- Wash inside-out to extend the design’s life.
- Allow 24 hours after application before first wash.
- Do not bleach

- Storage life recommendation is up to one year.
- Store the product upright, in a dry place, out of the sun, 
between 15°C and 30°C / 59°F and 86°F.

On reverse
side only

Ironing Dry-clean

No

HEAT TRANSFERS FOR TEXTILES

STEP 1 - Cut your heat transfer film 
in mirror and use a flock blade 60°.

STEP 2 - Remove the excess of 
material.

STEP 3 - Press and peel, hot or cold.

LET’S MAKE YOUR IDEAS SHINE!

Perfect for personalising your fashion and decorative items.
This glittery heat transfer film with its many bright colours will allow you to create anything.

TECHNICAL DATASHEET

NOTE: We highly recommend that you perform cutting, 
pressure and application tests before production.

TECHNICAL SPECIFICATIONS PRODUCT HIGHLIGHTS

CARE & MAINTENANCE

STEP BY STEP : HOW TO USE YOUR PRODUCTS

STORAGE

* specific conditions for colours 
1181 / 1182/ 1140/ 1141/ 1144/ 1145/ 1148/ 1149 

Tumble-dry

No

40°C / 104°F
*30°C / 86°F

Washing

On reverse
side


